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INSTRUCTIONS ® 


Shutter release button. 


Hotshoe 


Film winding lever 


Winding connector 


Safety stop 


Lock lever 


1) Pull out the film winding 
crank’s attachment rod, while 
holding the film winding lever 
with the other hand. Then pull 
off the lever. Finally, slip the 
attachment rod back into posi- 
tion. 


2) Push the open grooved sec- 
tion of the Speed-Grip E onto 
the tripod mounting shoe on the 
base of the camera body, after 
carefully aligning the two. 
Insert. the accessory 

about halfway. 


only 


3) Stroke the film winding lever 
slightly so that the winding con- 
nector on the Speed-Grip E is in 
position to mesh with the at- 
tachment rod of the film wind- 
ing crank. When aligned proper- 
ly, push the Speed-Grip E in 
fully. 


4) When pushed in to its limit, 
the safety stop on the end of 
the accessory’s base will spring 
up and lock the accessory. 


5) Finally, slide the lock lever 
on the base of the accessory in 
the direction indicated by the 
arrow. 


IMPORTANT 

The Speed-Grip E must be 
mounted securely with the lock 
lever for proper connections. 


1) Stroke the film winding lever 
fully twice which will advance 
the film and cock the shutter. 
2) Press the shutter release but- 
ton on the Speed-Grip E or on 
the camera body to release the 
lens shutter. 


1) Unlock the lock lever by 
sliding it in the direction oppo- 
site to that indicated by the 
arrow. 

Next, depress the safety stop 
and, at the same time, pull the 
accessory away from the camera 
body. Finally, replace the film 
winding lever. 


1) Use the hot shoe on the ac- 
cessory for attaching a cordless 
electronic flash unit. 

2) Insert the black hot shoe 
cover when a flash unit is not 
being used, to protect the user 
against accidental shocks. 


The Speed-Grip E is a very important and valuable accessory 
for the Zenza Bronica ETR because it gives the camera shoot- 
ing speed and handling ease comparable to smaller 35mm 
single lens relfexes when shooting in both horizontal and verti- 
cal formats. 


Features 
Thumb-stroked film winding lever for fast, simple film 


winding and shutter cocking actions. 

Built-in shutter release for fast shooting action. 
Well-balanced for shooting in both horizontal and vertical 
formats. 

Hot shoe for cordless electronic flash unit. 

Hot shoe and shutter release are automatically connected 
upon attachment. 
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